
KANAWHA COUNTY COMMISSION

P. O. BOX 3627


407 VIRGINIA STREET, EAST


CHARLESTON, WEST VIRGINIA 25336


(304) 357-0117

Request for Quotations
Re:


Conversion of a 2005 Workhorse 24’ Step Van (SWAT Response Unit) for the Kanawha County Sheriff’s Department

Date:


April 26, 2006

Fiscal Year:

2005-06

Bid Opening:
Bids must be received on or before Monday, May 15, 2006, at 11:00 a.m. in the Kanawha County Commission Purchasing Office, 407 Virginia Street, East, Third Floor, Room 229, Charleston, WV 25301 (P.O. Box 3627, Charleston, WV 25336)


INSTRUCTIONS TO BIDDERS:


*PLEASE USE THIS FORM AS THE COVER SHEET FOR YOUR BID
1.
Bids must be received in a sealed envelope with the date and time of the bid opening on the outside of the envelope.  Faxed bids will not be accepted.
2.
Bids are to be signed.
3.
Bid must be F.O.B. Delivery Point, unless otherwise indicated in proposal.

4.
All bids should be in ink, showing all facts and the total amount of the bid.

5.
The County reserves the right to accept or reject in part or in whole any bid submitted, whichever is in the best interest of the County.

	
Item No.
	
Description
	
Amount

	
1
	Conversion of a 2005 Workhorse 24’ Step Van for the Kanawha County Sheriff’s Department per the attached Specifications
	$


	Written Bid Amount :   ____________________________________________________________________________________________________________________________________________Dollars


Vendor Name:  _____________________________     
Signature: 
________________________

Address:           _____________________________     
Date:  

________________________

              _____________________________  

Telephone:   ________________________


***ATTENTION VENDORS***

                  Have you registered for the Kanawha County Commission Automatic Vendor E-Mail Notification System for bid specifications?  Register by visiting our website @                                                                                                                   www.kanawhacounty.com/purchasing/alerts .


SPECIFICATIONS

COUNTY COMMISSION OF KANAWHA COUNTY

CHARLESTON, WEST VIRGINIA

ITEM:
Conversion of a 2005 Workhorse 24’ Step Van (SWAT Response Unit) for the Kanawha County Sheriff’s Department

LOCATION:
Kanawha County Commission

409 Virginia Street, East

Charleston, WV 25301

CONTACT:

Jerie Whitehead


Lt. Sean Crosier



Purchasing Director


Kanawha County Sheriff’s Dept .

Kanawha County Commission
409 Virginia Street, East

407 Virginia St., East

Charleston, WV 25301

P.O. Box 3627


Telephone (304) 357-0544

Charleston, WV 25336

                        

Telephone (304) 357-0115

BID OPENING:
Bids must be received in a sealed envelope, with the date and time of the bid opening on the outside of the envelope, on or before Monday, 15, 2006, at 11:00 a.m., in the Kanawha County Commission Purchasing Office, 407 Virginia Street, East, Third Floor, Room 229, Charleston, West Virginia 25301 (P.O. Box 3627, Charleston, WV 25336).  Faxed bids will not be accepted.
SPECIFICATIONS:
The following specifications are intended to describe the conversion of a 2005 Workhorse 24’ Step Van (SWAT Response Unit) for the Kanawha County Sheriff’s Department and the details contained in these specifications are not designed to exclude any vendor from bidding, but are offered as a means of describing the needs of the Kanawha County Sheriff’s Department.  Where brand names may be used, the words “or equal” are assumed to follow.  All specifications are minimum requirements.

 SEQ CHAPTER \h \r 1CHASSIS SPECIFICATIONS:

Customer provided 2005 Workhorse 24’ Step Van

CONVERSION SPECIFICATIONS

CABINETRY - FINISHtc "CABINETRY - FINISH"
All interior cabinetry and counter tops shall be finished using a High impact Nevamar laminate finish.  All color selections to be chosen by customer upon final award of contract.

CABINETRY - CONSTRUCTIONtc "CABINETRY - CONSTRUCTION"
All interior cabinets shall be constructed using cabinet grade, hardwood veneer plywood.  Plywood shall be constructed using cross-grain and long-grain Poplar and Fir core layers, sanded to ensure maximum smoothness.  

Interior cabinetry shall be constructed from pre-engineered components produced by a CNC router, with accuracy to design of +/-.0001”.  Component design files shall be kept by the vendor for a minimum of 15 years to allow for identical field replacement should such become necessary.  All cabinet components shall be identified with a UPC bar code and written description to additionally facilitate this requirement.

All exposed edges shall have a 3mm, hardened PVC edgeband applied to ensure durability and superior aesthetical qualities.  Banding shall applied using AD-20, EVA Ethylene – Vinylacetate based adhesive and using only machinery.

Storage – Storage cabinets will be constructed according to final floorplan. Drawers and cabinets with include Southco flush mounted latches. Final layout to be determined upon award of bid. 

INSULATION

The following to be sprayed in walls and ceiling to expand into all open cavities providing a high level of sound and climate insulation within the vehicle:

NCFI Sprayed-in-Place Polyurethane Foam 2” insulation provides a 14 R-Value. NFCI 362 is a two component, one-to-one by volume, self-adhering, seamless, high insulating efficiency spray applied rigid polyurethane foam system. NFCI 362 has been designed for use where Building Codes specify 25 Flame Spread and less than 450 Smoke Density per ASTM E-84 at thickness up to and including two inches. This NCFI system has been formulated with HCFC 141b as the blowing agent. Meets ASTM E-84, FS25, SD450 at 2 inch thickness.

tc ""
ELECTRICAL SYSTEMtc "ELECTRICAL SYSTEM"
AC Electrical System:


Shall be a 120/240 VAC system rated for anticipated conversion load. System shall include a 125A rated distribution panel configured with UL listed type magnetic/hydraulic circuit breakers. Circuit breakers shall be sized per component manufacturer’s recommendation or to 125% of anticipated load.

System shall be wired using EPM 12 gauge, 3-conductor (12/3), 600V rated, UL approved, multi-stranded boat cable. All wiring shall be color-coded: black = hot, white = neutral and green = ground. Additionally, wiring shall be labeled with machine-generated, self-laminating labels, listing circuit number and/or designation at all termination points. All wiring shall adhere to applicable NEC and FMVSS regulations.

Wiring shall be supported on 12” centers with insulated, non-conductive clamps. Wire bundles shall be tied with trimmed nylon ties. Extreme care shall be taken to prevent chafing, abrasion, and exposure to high heat. Wiring run in external areas shall be encased in liquid tight conduit to further protect against damage.

Specific number and type of interior receptacles shall be determined during the pre-construction process. One (1) exterior receptacle will be installed. Location to be determined after award of bid.

DC Electrical System:          

Shall be a 12VDC, negative ground system rated for anticipated conversion load. System shall include distribution panel(s) using Type 1 automatic reset circuit breakers unless connected component manufacturers specifications require other. All added circuits shall be protected from over current by circuit breakers rated for a minimum of 125% of anticipated load. Circuit breaker functions shall be clearly designated by printed labels. Wiring shall be labeled with machine-generated, self-laminating labels, listing circuit number and/or designation at all termination points.

 

Wiring Requirements:           

All high-current battery cabling shall utilize full-length cable runs sized to load; splices are not acceptable. Terminal ends shall be crimped with manufacturer recommended tooling and sealed using color-coded wrap.

 

All added wiring for 12VDC load runs shall be AWG 8,10,12, and 14, and conform to MIL-W-1678D type D. Wire terminals used shall conform to MIL-T-7928. Terminals shall be insulated with insulation grip, Type II, Class 2, and crimped with tolling recommended by manufacturer.

 

All added wiring shall be supported on 12” centers and bundles shall be tied with trimmed nylon ties. Entire system shall be installed to modern US automotive standards using best practices available at time of installation. Plastic grommets and/or dielectric sealants shall be used to protect wiring and/or looms where they pass through sheet metal, bulkheads, or structural supports. Convoluted polyethylene tubing shall be used to protect against chafing and abrasion where required. Extreme care shall be exercised to provide for easy serviceability of the system in future years. Extreme care shall be taken to avoid the engine manifold, engine exhaust, muffler, or any high-heat items that may subject the wiring to severe overheating during long periods of operation. These shall be the minimum acceptable wiring standards.

CEILING

The ceiling will be Kemlite L-1062 semi-rigid panel of fiberglass reinforced plywood (FRP).  Ceiling will be covered with one continuous sheet and no seams will be allowed.

FLOORPLAN





Custom floorplan designed and engineered using Computer Aided Drafting (CAD) technology.  Floorplan will be provided on Size B paper and designed in 3/8” scale. (D size ½” scale also available).  CAD technology will be capable of both two-dimensional line drawings as well as computer simulated three dimensional renderings including conceptual interior colors and ergonomic simulation.  

FLOOR COVERING

¾” Plywood floor with commercial-grade Altro rubber floor covering.  Customer to choose color from manufacturer’s selections.

Altro High Performance rubber flooring for transit:

· Altro Transflor™ Transflex™ flooring

· Thickness:

.10”

· Roll width:

60”

· Weight:

7.8 lbs/sq. yd.

· Slip resistance:
ASTM D2047

· Fire Safety:

FMVSS302

HVAC

Two (2) Q-Mark 1500W baseboard heaters to be installed according to final floor plan.  Units to be wired with half elements only so as to not overload existing customer inverter.

INVERTER

Customer provided XANTREX PROWATT 3000W power inverter to be installed in vented cabinet area  where space allows.  
LIGHTING 

INTERIOR



One (1) interior red/white 12V Thinlite, model #716XL or equal, will be installed on the interior of the vehicle underneath the workstation to allow for ample lighting in both day and night time deployments.  

EXTERIOR

One (1) 12V Thin-Lite Porch Light to be installed above rear entry door

SAFETY/SECURITY


One (1) 5 lb. fire extinguishers shall be provided.

One (1) First Aid Kit

One (1) Combination Smoke/Carbon Monoxide detector

SEATING

One (1) Steno Upholstered Desk Chair with bungee cord securing during travel, color to be chosen by customer.

One (1) Freedman single mid-hi flip down jump seat to be installed in right front passenger area.

Upholstered bench seating with passenger lap belts.  Bench seating to include storage compartments underneath where available.  

WARRANTY

Minimum 1 year limited warranty/unlimited miles.

REQUIREMENTS:


Real Estate and Personal Property Taxes: “No bid will be accepted or opened on any County contract if the vendor is listed on the last published list of delinquent real or personal property taxes in Kanawha County; however,  the Commission will accept bids by vendors who provide satisfactory proof of payment of current taxes or a certification from the Sheriff that no taxes are due prior to submission of said bid.”
`
Required Forms:     Vendor shall complete and submit, or have on file with the County, a Vendor Registration and Disclosure Statement Form.  A registration form is being supplied for your convenience.


Rejection of Bids:  The Kanawha County Commission reserves the right to reject any and/or all bids and to waive any informality in bidding.


5
Kanawha County Sheriff’s Office



SWAT Response Unit

